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Mod. 1-2-3 Mod. 4

PP PVC -

PBT PBT -

PTFE PTFE -

Pyrex Pyrex PTFE

PP PP PVDF

Viton® Viton® Dutral®

Hastelloy-Pyrex Hastelloy-Pyrex Hastelloy-PTFE

PP PVC-PP PVDF (Mod. 1-2-3)

PP PVC-PP PVDF

230V 230V 115V

DESCRIPTION/OPIS

LINEA FR-N/ HC999

DIMENSIONS/WYMIARY

163,7
146

76,5

24
5 24

9

STANDARDS/NORMY

a

b
c

01

Bok Przód

pompy dozuj ce z nap dem elektromagnetycznym

Wielofunkcyjna pompa dozuj ca z nap dem elektromagne-
tycznym - dozowanie w trybie sta ym i proporcjonalnym. 
Wszechstronna i w pe ni programowalna nadaje si  do ka dego 
zastosowania. 
• Obudowa PBT o du ej odporno ci nadaj ca si  do stosowania 
   w wysokich temperaturach i do cieczy o wysokich 
   temperaturach; 
• Wej cie czujnika poziomu; 
• Cyfrowe ustawianie cz stotliwo ci wtrysku 0-100%; 
• Zasilanie: 240VAC – 50/60Hz. Na zamówienie:110V; 
• Prze cznik w ./wy .; 
• Stopie  ochrony IP65; 
• Cyfrowe sterowanie i ustawianie za pomoc  pi ciu klawiszy 
   i pod wietlanego wy wietlacza LCD 2x16; 
• R czny zawór odpowietrzaj cy do szybkiego zalewania; 
• Urz dzenie gotowe do monta u na cianie lub na podstawie 
   w miejscu instalacji (uchwyty w zestawie).

Wersja standardowa

Na zamówienie

G owica pompy

Obudowa pompy

Membrana

Kule

Korpus zaworu

O-ringi

Spr ynowy zawór wtryskowy

Z cze wtryskowe

Zawór stopowy

Zasilanie

solenoid driven dosing pumps

Multifunction solenoid driven dosing pump with constant
and proportional dosing. Versatile and fully programma-
ble suitable for any application.
• High impact PBT housing suitable for high temperature

environments and f uids;
• Level probe input;
• Digital injection frequency setting 0-100%;
• Power supply: 240VAC – 50/60Hz. Upon request:110V;
• On-Of  switch;
• IP65 protection;
• Digital control and settings by f ve keys and LCD di-

splay backlight 2x16;
• Manual air bleed valve for quick priming;
• Ready for wall or foot mounting at installation site (bra-

i

l

TECHNICAL FEATURES/FUNKCJE TECHNICZNE

Pump head

Pump housing

Diaphragm

Balls

Body valve

O-rings

Spring loaded injection valve

Injection f tting

Foot valve

Power supply

Standard version
Upon request

PACK/OPAKOWANIE

Single pack/Pojedyncze opakowanie:
axbxc: 295x160x350 mm - Kg: 5,50
Multipack/Op. zbiorcze: 6pz/szt
axbxc: 375x350x620 mm - Kg: 23,20

SideFront • no. 2004/108/CE EMC directive
• no. 2006/95/CE "DBT Low Voltage Directive"
• no. 2011/65/UE, 2002/96/CE "RoHs and WEEE directives"
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01

lt/h BAR  BPM/ ml/colpo watt mm

AD99101000000 1
10 10

200
0,22

35 4x6 PP 1/2”12 8 0,55
14 5 0,77

AD99102000000 2
4 20

100
0,77

35 4x6 PP 1/2”4,5 18 0,88
5 15 1,11

AD99103000000 3
20 5

150
0,33

35 4x6 / 6x8 PP 1/2”25 3 0,44
35 1 0,55

AD991040Y0000 4
35 2

150
0,93

35 10x14 PVC 1/2”45 1 1,11
50 0,5 1,29

lt/h BAR  BPM/ ml/colpo watt mm

AD99201000000 1
10 10

200
0,22

35 4x6 PP 1/2”12 8 0,55
14 5 0,77

AD99202000000 2
4 20

100
0,77

35 4x6 PP 1/2”4,5 18 0,88
5 15 1,11

AD99203000000 3
20 5

150
0,33

35 4x6 / 6x8 PP 1/2”25 3 0,44
35 1 0,55

AD992040Y0000 4
35 2

150
0,93

35 10x14 PVC 1/2”45 1 1,11
50 0,5 1,29

lt/h BAR  BPM/ ml/colpo watt mm

AD99301000000 1
10 10

200
0,22

35 4x6 PP 1/2”12 8 0,55
14 5 0,77

AD99302000000 2
4 20

100
0,77

35 4x6 PP 1/2”4,5 18 0,88
5 15 1,11

AD99303000000 3
20 5

150
0,33

35 4x6 / 6x8 PP 1/2”25 3 0,44
35 1 0,55

AD993040Y0000 4
35 2

150
0,93

35 10x14 PVC 1/2”45 1 1,11
50 0,5 1,29

HC999 Model/Model A

lt/h BAR  BPM/ ml/colpo watt mm

AD99401000000 1
10 10

200
0,22

35 4x6 PP 1/2”12 8 0,55
14 5 0,77

AD99402000000 2
4 20

100
0,77

35 4x6 PP 1/2”4,5 18 0,88
5 15 1,11

AD99403000000 3
20 5

150
0,33

35 4x6 / 6x8 PP 1/2”25 3 0,44
25 1 0,55

AD994040Y0000 4
35 2

150
0,93

35 10x14 PVC 1/2”45 1 1,11
50 0,5 1,29

pompy dozuj ce z nap dem elektromagnetycznym

SPM

SPM

SPM

SPM

solenoid driven dosing pumps

HC999 Model/Model  B

HC999 Model/Model  C

HC999 Model/Model  D

• Constant: f ow-rate, time, dosing quantity, cyclic;
• Proportional: 0/4-20mA, ppm, 1xN, 1:N, 1xN(M) Ist, 1xN(M);
• Timer mode: daily o weekly;
• Alarms: level, f ux, buzzer;
• Relay settings;
• Clock, data and statistics.

• Constant: f ow-rate, time, dosing quantity, cyclic;
• Proportional: 0/4-20mA, ppm, 1xN, 1:N, 1xN(M) Ist, 1xN(M);
• Timer mode: daily o weekly;
• pH or Rx (Orp) input for proportional dosing;
• Alarms: level, f ux, buzzer;
• Relay settings;
• Clock, data and statistics.

• Constant: f ow-rate, time, dosing quantity, cyclic;
• Proportional: 0/4-20mA, ppm, 1xN, 1:N, 1xN(M) Ist, 1xN(M);
• Timer mode: daily o weekly;
• Proportional and measure of Chloro (pt-cu probe) and proportional dosing;
• Alarms: level, f ux, buzzer;
• Relay settings;
• Clock, data and statistics.

• Constant: f ow-rate, time, dosing quantity, cyclic;
• Proportional: 0/4-20mA, ppm, 1xN, 1:N, 1xN(M) Ist, 1xN(M);
• Timer mode: daily o weekly;
• Measure by A-J probe and proportional dosing;
• Alarms: level, f ux, buzzer;
• Relay settings;
• Clock, data and statistics.

l

l

l

l

l

l

l
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Code Model
Flow rate Pressure Strokes Stroke volume Consumption Tubing IDxOD Pump head

Code Model
Flow rate Pressure Strokes Stroke volume Consumption Tubing IDxOD Pump head

Code Model
Flow rate Pressure Strokes Stroke volume Consumption Tubing IDxOD Pump head

Code Model
Flow rate Pressure Strokes Stroke volume Consumption Tubing IDxOD Pump head
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ACCESSORIES AND SPARE PARTS/AKCESORIA I CZ CI ZAMIENNE

ADSLG

ADLASM10C0 ADLASM10C0

Accessories/Akcesoria

ADSLG

mm lt

ADLASM10C0 GL - VT 115 - 600
 

HIRSH 4x6 60 - 100

ADLASM30C0 GL - VT 115 - 840
 

HIRSH 4x6 200 - 300

ADTANK010 ADTANK020

ADTANK030 ADTANK050

ADTANK100

Øxh lt

ADTANK010 500 x 680 100

ADTANK020 620 x 800 200

ADTANK030 710 x 890 300

ADTANK050 885 x 1000 500

ADTANK100 1100 x 1200 1000

01

Other models/

p. 79

ADSP6000078

ADSP6000016

ADSP6000546

ADSP6000440

ADSP6000001

ADSP6000774

ADSP6200007

ADSP6000051

ADSP6020221

ADSP6200018

ADSP6000380

ADSP6000078 - -

ADSP6000546 2x 2x -

ADSP6000380 - 2 mt -

ADSP6000016 - - 2 mt

ADSP6000440 - - 2 mt 

ADSP6000001 -

ADSP6000774 - -

ADSP6200007 - -

ADSP6200018
®

- -

ADSP6000051
®

- -

ADSP6020221

ADSP6000041
  

ADBAS100

ADSP6000041

X2

ADBAS100

Urz dzenie ss ce

Urz dzenie ss ce

pompy dozuj ce z nap dem elektromagnetycznym

®

®

Kod Opis Model 1-2 Model 3 Model 4

Rura podaj ca PE 4x6 (2m)

Przezroczysta rura PCW 4x6 (ss ca + spustowa) (2 m) 

Rura podaj ca PE 6x8

Rura podaj ca PE 10x14

Rura ss ca PCW 10x14

Filtr stopowy PP 4x6

Filtr stopowy PP 10x14

Kula zaworu wtryskowego 1/2” PP 4x6

Zawór wtryskowy 1/2 "6x8 Viton

Zawór wtryskowy 1/2" 10X14 Viton

Uchwyt cienny (HC100-150-151-897-997-999)

Kotwy i ruby

Uchwyt do monta u w poziomie do pomp

Sonda poziomu z HIRSCHMANN

Zbiornik PE

Zbiornik PE

Zbiornik PE

Zbiornik PE

Zbiornik PE

Kod Model
Rozmiar Obj to

Kod Model

Kod Model Uszczelki
Wysoko

cznik Z cza
Zbiorniki

z

z

solenoid driven dosing pumps

INSTALLATION KIT/ZESTAW DO INSTALACJI

Code Description Model 1-2 Model 3 Model 4

PE delivery tube 4x6 (2m)

PVC crystal tube 4x6 (suction + bleed) (2 m)

PE delivery tube 6x8

PE 10x14 delivery tube

PVC 10x14 suction tube

Foot f lter PP 4x6

PP foot f lter 10x14

Injection valve ball 1/2” PP 4x6

Injection valve 1/2" 6x8 Viton

Injection valve 1/2" 10X14 Viton

Wall f xing bracket (HC100-150-151-897-997-999)

Anchors and screws

Horizontal mounting bracket

Code Model Seals
Height

Connector Connections
Tanks

with

Code Model

Level probe with HIRSHMANN

Code Model
Size Volume

PE tank

PE tank

PE tank

PE tank

PE tank

with
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01

ADELTRX05ADELTPH05

mt

ADELTPH01

-

A-pH 1 1

ADELTPH05 A-pH 5 5

ADELTPH10 A-pH 10 10

ADELTRX01 A-Rx 1 1

ADELTRX05 A-Rx 5 5

ADELTRX10 A-Rx 10 10

ADSPH4 pH 4 pH

ADSPH7 pH 7 pH

ADSPH9 pH 9 pH

ADSRX Rx 475 mV

A-J

ppm

ADELCLJ05 0-5

ADELCLJ15 0-5

ADELCLJ25 0-5

ADELCLJ35 0-5

ADELDCJ05 0-5

ADELOZJ05 0-5

ADELPXJ02 0-200

ADELPAJ05 0-500

ADSP6020051 - -

QR code
Get more detailed 
information

Spare parts/Cz ci zamienne

ADSP6000C11

ADSP6000C10

ADSP6000C09

ADSP6000C16 ADSP6000C17

lt/h BAR

ADSP6000C16 4-10 10-20 4x6

ADSP6000C17 20 5 4x6 / 6x8

ADSP6000C11 30-50 1-2 10x14

ADSP6000C09 4-10 10-20 4x6

ADSP6000C10 20 5 4x6 / 6x8

A-CG A-CG

A-CG

ppm

ADCG2 0-10

ADCG5F 0-10

ADCG6F 0-10

ADSP4000620 - -

ADSP6500009 - -

Porta sonda/Uchwyt czujnika

Porta sonda/Uchwyt czujnika

p. 86-87

p. 86-87

pompy dozuj ce z nap dem elektromagnetycznym

Analizator amperometryczny do odczytu st enia wolnego chloru 

Analizator amperometryczny do odczytu st enia wolnego chloru przy niskim wpywie pH Chlor nieorganiczny

Analizator amperometryczny do odczytu st enia wolnego chloru przy niskim wpywie pH Chlor organiczny

Analizator amperometryczny do odczytu cakowitego st enia chloru przy niskim wpywie pH Ca kowity chlor

Analizator amperometryczny do odczytu st enia dwutlenku chloru Dwutlenek chloru

Analizator amperometryczny do odczytu poziomu ozonu Ozon

Analizator amperometryczny do odczytu poziomu nadtlenku wodoru Nadtlenek wodoru

Analizator amperometryczny do odczytu poziomu kwasu octowego

Kabel po czeniowy A-J

Analizator amperometryczny Pt-cu do wolnego chloru

Analizator amperometryczny Pt-cu do wolnego chloru + przep yw + czujnik Chlor nieorganiczny

Analizator amperometryczny Pt-cu do wolnego chloru + przep yw + 2 czujniki Chlor nieorganiczny

Zestaw do wymiany kuli

Opis Model
D ugo  przewodu

Po czenie elektrod pH/Rx. Z pod czonym przewodem. Korpus 
epoksydowy Maksymalne ci nienie 5 bar. Maksymalna temperatura 40°C.

Kod Opis Model Warto

Roztwór buforowy.

Kod Model

Model Stosowanie

Model
Przep yw

G owica pompy 4-20/10-10 PP-GL-V Mod. 1-2

G owica pompy 20-05 PP-GL-VT Mod. 3

G owica pompy 30-02/50-05 PVC-GL-VT Mod. 4

G owica pompy 4-20/10-10 PVDF-PTFE-VT Mod. 1-2

G owica pompy 20-05 PVDF-PTFE-VT Mod. 3

Ci nienie
Rura

Chlor nieorganiczny

Zestaw do wymiany elektrody pt-cu

solenoid driven dosing pumps

Code Description Model
Cable's lenght

Combination pH/Rx electrodes. With bonded cable. Epoxy body. Max
pressure 5 BAR. Max temperature 40°C.

Code Description Model Value

Bu er solution.

Code Model Use
Stosowanie

Kwas octowy

Amperometric probe for free chlorine reading Inorganic chlorine

Amperometric probe for free chlorine reading low ph inf uence Inorganic chlorine

Amperometric probe for free chlorine reading low ph inf uence Organic chlorine

Amperometric probe for total chlorine reading low ph inf uence Total chlorine

Amperometric probe for chlorine dioxide reading Chlorine dioxide

Amperometric probe for ozone reading Ozone

Amperometric probe for hydrogen peroxide reading Hydrogen peroxide

Amperometric probe for per-acetic acid reading Per-acetic acid

A-J connection cable

Code Model
Flow-rate Pressure

Pipe

Pump head 4-20/10-10 PP-GL-V Mod. 1-2

Pump head 20-05 PP-GL-VT Mod. 3

Pump head 30-02/50-05 PVC-GL-VT Mod. 4

Pump head 4-20/10-10 PVDF-PTFE-VT Mod. 1-2

Pump head 20-05 PVDF-PTFE-VT Mod. 3

Code Model Use

Pt-cu amperometric probe for free chlorine Inorganic chlorine

Pt-cu amperometric probe for free chlorine + f ow + probe Inorganic chlorine

Pt-cu amperometric probe for free chlorine + f ow + 2 probes Inorganic chlorine

Replacement kit for pt-cu electrode

Balls replacement kit


